
16-455 EARTH BUSBAR ASSEMBLY 

 

 

09-198 - BUSBAR 

 

 

 

 

 

 

 

 

 

 

Technical data  

Dimensions   L =  150mm     W =  10 mm    H = 3mm  

Net weight    40 g 

Rated current    140 A 

Material data 

Material    Copper 

Surface finish    Galvanized  

Colour     Silver 

Classifications   ETIM 2.0  EC000485  

ETIM 3.0  EC000485 

UNSPSC  30-21-18-01  

eClass 4.1  27-14-06-04 

eClass 5.1  27-14-06-04  

eClass 6.0  27-14-92-14 

eClass 7.0  27-14-92-14 

 

 

09-199 - SUPPORT BLOCK 

 

 

 

 

 

 

 

 

 

Technical data  

Dimensions   L = 24.5mm W =  26mm  H =  24mm  

Net weight    5.985 g 

Material data 

Material    Polyamide 66 

Flammability class UL 94  V-2 

Classifications   ETIM 2.0  EC000485  

ETIM 3.0  EC000485 

UNSPSC  30-21-18-01  

eClass 4.1  27-14-06-04 

eClass 5.1  27-14-06-04  

eClass 6.0  27-14-92-14 

eClass 7.0  27-14-92-14 

 



16-455 EARTH BUSBAR ASSEMBLY 

 

 

16-456 EARTH BUSBAR Spare small cable clamp 

 

 

 

 

 

Technical data  

Dimensions   L =  16mm W = 5.6mm  H = 12mm  

Net weight    2.98 g 

CSA ratings data 

Certificate No. (CSA)   12400-237  

Wire cross section max. (CSA)  10 AWG 

Wire cross section min. (CSA)  26 AWG 

UL ratings data 

Certificate No. (UR)   E60693VOL1SEC45   

Max Conductor Size(UR)  12 AWG 

Min Conductor Size (UR)  20 AWG  

Material data 

Material    Steel  

Colour     Silver 

 

 

16-457 EARTH BUSBAR Spare large cable clamp 

 

 

 

 

 

 

 

 

Technical data  

Dimensions   L =  16 mm W = 10 mm  H = 25.5 mm  

Net weight    7.54 g 

CSA ratings data 

Certificate No. (CSA)   12400-237  

Wire cross section max. (CSA)  6 AWG 

Wire cross section min. (CSA)  12 AWG 

UL ratings data 

Certificate No. (UR)   E60693VOL1SEC45  

Max Conductor Size(UR)  4 AWG 

Min Conductor Size (UR)  12 AWG  

Material data 

Material    Steel  

Colour     Silver 

Classifications (Large & Small) ETIM 2.0  EC000001  

ETIM 3.0  EC000001 

UNSPSC  30-21-18-11  

eClass 4.1  27-14-11-31 

eClass 5.1  27-14-11-31  

eClass 6.0  27-14-11-90 

eClass 7.0  27-14-11-90 


