
36-696 CANFORD SDV-UHD-LFH CABLE 4K, turquoise 
 

 

 
 
Compact size coaxial 75 ohm cable specifically for 4K 12G video signals with low smoke-zero halogen material 
outer jacket. 
 
Suitable crimp 12G BNC, Micro BNC, DIN 1.0/2.3 connectors and strain relief bushes are listed on page 2 of this 
document.  Note that although this cable is based on a Canford group X cable, due to the larger 0.7mm 
nominal conductor not all group X connectors, 12G or otherwise, may not fit. 
 
Technical Specification: 
Cable size group:   Not in Canford scheme.  12G only, see page 2. 
Inner conductor:   0.7mm solid copper wire, silver plated. 
Dielectric: Foam polyolefin,  2.90mm O.D.  
Screen 1:    Aluminium/polyester/aluminium tape longitudinally applied  
Screen 2:    0.08mm tinned copper braid, optical coverage 95%  
Construction:    Coaxial cable  
Jacket:     Low smoke zero halogen material, (CPR Classification Eca), Turquoise 
Overall diameter:   4.5mm  
Impedance:    75 Ohms  
Capacitance:    56pF/m nominal  
Return loss:    26dB nom.  50-300 MHz  
     22dB nom.  300-3000 MHz  

18dB nom.  3000–3500 MHz  
15dB nom.  3500–12000 MHz  

 
Attenuation:  
Frequency (MHz)   10 100  200  750  1500  3000 6000 9000 12000 
dB/100m    3.1 10.0 13.9 26.8 39.1 55.6 81.0 99.2 114.6 
    
Weight:    2.8kg/100m  
Reel length:    1000m  
Cut lengths:    Available in any multiple of 1 metre  
 
Manufactured by Draka, part of the Prysmian group of companies. 
 
‘SDV’ and ‘LFH’ are registered trademarks of Canford Audio Limited. 
 
 
 
 
 
 



36-696 CANFORD SDV-UHD-LFH CABLE 4K, turquoise 
 

 

Suitable 4K 12G capable connectors: 
 
BNC Male Cable              Pin Crimp Ferrule Crimp 
48-5065 COAX CONNS 10-005-W126-FR BNC 12G UHD Male cable, crimp, 75 ohm, black, SDV-UHD-LFH     0.95 SQ   5.41 HEX 
48-5075 COAX CONNS 10-005-W126-FR BNC 12G UHD Male cable, crimp, 75 ohm, black, SDV-UHD-LFH (pack of 100)    0.95 SQ   5.41 HEX 
48-6372 NEUTRIK NBNC75BFG7X BNC 12G UHD Male cable, rear twist, group X        1.07 SQ  5.00 HEX 
 
BNC Female Cable: 
48-5088 COAX CONNS 10-054-D126-FR BNC 12G UHD Female cable, crimp, 75 ohm, SDV-UHD-LFH          1.07 SQ  5.41 HEX 
 
Micro Male Cable: 
48-5027 COAX CONNS 67-005-B66-FR MICRO BNC 12G UHD Male cable, crimp, SDV-UHD-LFH      0.95 SQ   5.41 HEX 
48-5037 COAX CONNS 67-005-B66-FR MICRO BNC 12G UHD Male cable, crimp, SDV-UHD-LFH (pack of 100)     0.95 SQ   5.41 HEX 
 
Micro BNC Female Cable: 
48-5027 COAX CONNS 67-054-B66-FR MICRO BNC 12G UHD Female cable, crimp, 75 ohms, SDV-UHD-LFH     0.95 SQ   5.41 HEX 
48-5037 COAX CONNS 67-054-B66-FR MICRO BNC 12G UHD Female cable, crimp, 75 ohms, SDV-UHD-LFH (pack of 100)   0.95 SQ   5.41 HEX 
 
DIN 1.0/2.3 Male Cable: 
48-5008 COAX CONNS 52-005-B6-FR DIN 1.0/2.3 12G UHD Male cable, crimp, SDV-UHD-LFH      0.95 SQ   5.41 HEX 
48-5018 COAX CONNS 52-005-B6-FR DIN 1.0/2.3 12G UHD Male cable, crimp, SDV-UHD-LFH (pack of 100)     0.95 SQ   5.41 HEX 
 
Boots/Strain Relief: 
48-250 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, black  
48-251 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, brown  
48-252 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, red  
48-253 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, orange  
48-254 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, yellow  
48-255 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, green  
48-256 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, blue  
48-257 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, violet  
48-258 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, grey  
48-259 - CANFORD COAXIAL CONNECTOR STRAIN RELIEF BUSH Group X, white  
 
Tooling:    For the above COAX connectors 
COAX  Crimp tool   55-8182 COAX CONNS 96-HTS-75A CRIMP TOOL with cavities 0.95, 1.07, 1.72, 5.41, 8.23mm AF (sizes FA,FC) 
 
    For the above Neutrik BNC 
Neutrik BNC Male Crimp Die  48-563 NEUTRIK DIE-R-BNCX-PDG DIE SET For HX-R-BNC crimp tool (without handset)  
Neutrik Crimp Handset  48-574 NEUTRIK HX-R-BNC CRIMP TOOL (without die-set) 
 
 
Note: SDV-UHD-LFH centre conductor is 0.7mm nom. dia.  Consequently, not all group X connectors, 12G or otherwise, are not guaranteed to fit this cable. 


