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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure

W=600 mm SAFEbox IP55 Indoor 
Cabinets Enclosure

SAFEbox IP55 Indoor Cabinets are designed for industrial 
applications.

Based on EN60529 provided IP55 protection class against 
dust and water ingress. Where the enclosure provides IP55 
protection against dust and water, with fan and filter integration 
performs IP54.

Application areas are semi-open areas like factories, 
warehouses, lean-to roof conditions, where no direct rain and 
environmental effects.

Totally gasketed doors, IP55 performing swing handle locking 
with 3 point locking system, isolated cable entries provides 
best performance for water and dust ingress.

t=1,5 mm thickness material monoblock welded construction, 
with epoxy polyester type powder coating which is RAL 7035 
Light Grey color, provides the corrosion resistance. 
 
The product range Safeboxes are in the sales channels 
from 2014. The product has superior performance 
against corrosion. Which as per ASTM B117 / ISO 9227 
standard has been tested with 1000+ hours of salt spray 
resistance. Lande has taken an initiative in 2025 to 
improve corrosion resistance performance. As part of 
this enhancement, the material used has been upgraded 
to a composition steel made of chemical composition 
including zinc, aluminium, and magnesium. 

Ventilation via filtered inlets and exhaust of hot air is provided 
as standard for passive ventilation, options to include fans for 
active ventilation.
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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure

SAFEbox IP55 indoor cabinet enclosure series with 19’’ w:600 
mm and d:450/600 mm sizes, in 8 different U heights, gives a 
wide selection chart for users.

Width: 600 mm 
Depth: 450/600 mm

Load Capacity: 100 kgs.

RAL 7035 Light Grey

U Height: 7U, 9U, 12U, 16U, 
20U, 22U, 24U, 26U
Standards and Compliances: 

ISO 9001 
Quality Management System

EN 61587-1 
Mechanical Structures for 
Electronic Equipment 

EN IEC 297-1, 19’’ Mounting
EN IEC 297-2 Overall Cabinet 
Dimensions

EN/IEC 60529- IP55 Ingress Protection
performance

EN/IEC 62262- IK10 Mechanical 
Impact Resistance

EIA/ ECA-310 (D/E) 19'' 482,6 mm and
U 44,45 mm Height Sizing

CE conform to 
EN 60950-1 
Information Technology 
Equipment, Safety, 
Part-1: General Requirement

EN IEC 62368-1 Audio/Video, 
Information and Communication 
Technology Equipment 
Part 1: Safety requirements

UL listed to 
�UL 2416, Outline of Investigation for 
Audio/Video, Information and 
Communication Technology Equipment 
Cabinet, Enclosure and Rack 
Systems; UL 60950-1 and CSA 
C22.2 NO. 60950-1-07, Information 
Technology Equipment Safety 
Part 1: General Requirements

Environment Friendly;
ISO 14001 Environmental
Management System
RoHS compliancy
%100 Recyclable Material

Standard Color:
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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure

Width: 600 mm 
Depth: 450/600 mm

Construction details:

Keyed swing lock handle with 3 point locking system provides 
security and anti-vandal structure, also maintaining the IP55 
protection.

Integrated fan filter housings creates fresh air inlet, performing 
IP54 protection of water and dust ingress. 

Roof canopy provides IP54 protection once 1 or 2 fan module 
integrated on the ABS grill housing. Filtered openings provides 
efficient hot air removal from enclosure.

Front door opening angle is up to 140 degrees. Front door has 
an infused sealing gasket structure which provides excellent 
IP protection even cold/hot weather conditions.

IP55 conforming cable entry points, multiple access with 
2xPG21, 1xPG48 integrated cable entry pats, 2 pcs 28 mm 
diameter PVC blind cap. Which as an option can be replaced 
with PG21 cable entry pats. After insertion of the cables to the 
enclosure, it is recommended to close the openings with foam 
or insulation material. In addition all Safebox cabinets are 
delivered with a plain metal cable entry panel which means 
if shipping configuration cable entry pats are not suitable for 
your project punching can be done on the spare cable entry 
plain panel.

The front door is grounded to the main body with yellow/green 
4,0 mm diameter copper wire. 

The front door has strengthening bars welded inside the front 
door, 2 pcs U shaped.

19’’ rails of Lande SAFEbox IP55 Indoor Cabinets has 
automated silk-screen U numbering, from top to bottom 
or bottom to top. To save time when installing equipment. 
19’’ rails are 4 fold bending for strength 1,5 mm thickness 
provides the high load capacities. The 19’’ rails are made of 
steel with 8-12 micron zinc plating for corrosion resistance. 
19’’ rails are adjustable in depth. Cabinets are delivered with 
1set: 2pcs 19’’ front rails.

The front door infused sealing gasket sits on the flange bends 
of main cabinet construction maintaining the IP rating.

Included 4 pcs, t: 3,0 mm thickness wall fixing brackets with 
proper washer and screws.
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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure
Construction Drawings

Width: 600 mm 
Depth: 450/600 mm
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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure
Construction Drawings

Width: 600 mm 
Depth: 450/600 mm

 

Top cover
opening view

Hot air outlet

Cool air inlet

Hot air outlet

Cool air inlet

Air removal

Top cover 
opening view side
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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure
Construction Drawings

Width: 600 mm 
Depth: 450/600 mm

19" SAFEbox Series IP55 Indoor Cabinet Enclosure W=600 mm D=450/600 mm

Product Number* Product Description
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LN-SBI-IP5507U6045-LG-1 7U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x440 7U 311 440 600 19” 450 345 1 630x480x470 25 26 20 1100x1300x2500 537

LN-SBI-IP5509U6045-LG-1 9U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x529 9U 400 529 600 19” 450 345 1 630x480x550 28 29 16 1100x1300x2350 481

LN-SBI-IP5512U6045-LG-1 12U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x663 12U 533 663 600 19” 450 345 1 630x480x690 31 32 12 1100x1300x2210 389

LN-SBI-IP5516U6045-LG-1 16U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x841 16U 711 841 600 19” 450 345 1 630x480x870 37 38 10 1100x1300x2500 387

LN-SBI-IP5520U6045-LG-1 20U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x1018 20U 889 1018 600 19" 450 345 1 630x480x1040 43 44,5 8 1300x1300x1780 373

LN-SBI-IP5522U6045-LG-1 22U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x1107 22U 977 1107 600 19” 450 345 1 630x480x1130 46 47,5 8 1300x1300x1960 398

LN-SBI-IP5524U6045-LG-1 24U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x1196 24U 1066 1196 600 19” 450 345 1 630x480x1200 48 49,7 8 1300x1300x2140 415

LN-SBI-IP5526U6045-LG-1 26U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=450 mm 600x450x1285 26U 1155 1285 600 19" 450 345 1 630x480x1305 51 52,9 8 1300x1300x2310 441

LN-SBI-IP5507U6060-LG-1 7U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x440 7U 311 440 600 19” 600 495 1 630x630x470 30 31 20 1300x1300x2500 645

LN-SBI-IP5509U6060-LG-1 9U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x529 9U 400 529 600 19” 600 495 1 630x630x550 33 34 16 1300x1300x2350 569

LN-SBI-IP5512U6060-LG-1 12U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x663 12U 533 663 600 19” 600 495 1 630x630x690 37 38 12 1300x1300x2210 481

LN-SBI-IP5516U6060-LG-1 16U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x841 16U 711 841 600 19” 600 495 1 630x630x870 43 44 10 1300x1300x2500 465

LN-SBI-IP5520U6060-LG-1 20U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x1018 20U 889 1018 600 19” 600 495 1 630x630x1040 50 51,8 8 1300x1300x1780 432

LN-SBI-IP5522U6060-LG-1 22U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x1107 22U 977 1107 600 19” 600 495 1 630x630x1130 53 54,8 8 1300x1300x1960 456

LN-SBI-IP5524U6060-LG-1 24U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x1196 24U 1066 1196 600 19” 600 495 1 630x630x1200 56 57,8 8 1300x1300x2140 480

LN-SBI-IP5526U6060-LG-1 26U 19'' SafeBox IP55 indoor cabinet enclosure W=600 mm D=600 mm 600x600x1285 26U 1155 1285 600 19” 600 495 1 630x630x1305 59 61 8 1300x1300x2310 506

*In the part number 1 notation means the front door is solid metal front door. If glass door is required replace 1 with 2 example part nr: LN-SBI12U6060-LG-2
*** To increase corrosion resistance performance- started in 2025- as an enhancement- used material is uppgraded to                          Which is a composition steel made of chemical 
composition including zinc, aluminium, and magnesium.

Fan

19'' Rail

Front door

Filter

1 Assembled
on the cabinets

2 Plain spare gland plate
supplied loose inside cabinet

Top cover
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19’’ SAFEbox IP55 
Indoor Cabinet Enclosure
Accessories

Width: 600 mm 
Depth: 450/600 mm

Ready pre-installed, plug-in and run style, 
with 0-60°C operating analogue thermostat 
switch and plugs. Each fan has an air flow 
capacity of 2,63-3,03cbm/min. Fan technical 
data: 13,8/11,8W, 220/240V AC, 50/60Hz, 
0,14/0,12A, 2550/2750rpm 43-47dB-A noise 
level. Fan life: 50.000hours at 40°C.

FAN MODULES with ANALOGUE
THERMOSTAT Logistics Data

COMPATIBLE WITH

19" SAFEbox IP55 Indoor Cabinet Enclosure

Part Number and 
Product Description
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LN-FAN-THM-1FWMIP-LG
1 fan module thermostat switched - filtered for 
SAFEbox IP55 Indoor Cabinets Enclosure

346x175x50 380x160x60 1,53 1,76 15 545x425x400 28,2 ● ●

LN-FAN-THM-2FWMIP-LG
2 Fan Module thermostat switched - filtered for 
SAFEbox IP55 Indoor Cabinets Enclosure

346x175x50 380x160x60 1,97 2,20 15 545x425x400 34,9 ● ●

LN-FAN-THM-1FWMIP-LG-48� 
Fan Module thermostat switched, filtered for 
SAFEbox IP55 Indoor Cabinets Enclosure, 48V DC

346x175x50 380x160x60 1,53 1,76 15 545x425x400 28,2 ● ●

LN-FAN-THM-2FWMIP-LG-48� 
Fan Module thermostat switched, filtered for 
SAFEbox IP55 Indoor Cabinets Enclosure, 48V DC

346x175x50 380x160x60 1,97 2,20 15 545x425x400 34,9 ● ●

100 mm height, to integrate under bottom case 
of cabinet, with the intend of establishing cable 
reserve as well to raise cabinet to a certain 
height from the concrete basement. Fixings are 
from 4 corners to concrete basement with M12 
nut and screws. Screws and nuts not included in 
shipping configuration.

PLINTH Logistics Data
COMPATIBLE WITH

19" SAFEbox IP55 Indoor Cabinet Enclosure

Part Number and 
Product Description
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LN-PLNTH-D45-LG 
Plinth H 100, for concerete basement, for Safebox 
Cabinets when used on floor for 600x450 mm 
cabinets

600x450x100 620x470x120 6,5 7 - - - ● -

LN-PLNTH-D60-LG 
Plinth H 100, for concerete basement, for Safebox 
Cabinets when used on floor for 600x600 mm 
cabinets

600x600x100 620x620x120 7,8 8,6 - - - - ●
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19’’ SAFEbox IP55 
Outdoor Cabinet Enclosure
W=600 mm SAFEbox IP55 Outdoor Cabinet Enclosure

SAFEbox IP55 Outdoor Cabinets are designed for industrial 
applications.

Based on EN60529 provided IP55 protection class against 
dust and water ingress. Where the enclosure provides IP55 
protection against dust and water, with fan and filter integration 
performs IP54.

Application areas are open areas under effects of environment, 
with protection of the equipment inside the enclosure against 
ingress of solid foreign objects (falling dirt and windblown 
dust), and to provide a degree of protection with respect to 
harmful effects on the equipment due to the ingress of water 
(rain, sleet, snow, splashing water).

Totally gasketed doors, IP55 performing swing handle locking 
with 3 point locking system, isolated cable entries provides 
best performance for water and dust ingress.

t=1,5 mm thickness material monoblock welded construction, 
with epoxy polyester type powder coating which is RAL 
7035 Light Grey color, provides the corrosion resistance. 
 
The product range Safeboxes are in the sales channels 
from 2014. The product has superior performance 
against corrosion. Which as per ASTM B117 / ISO 9227 
standard has been tested with 1000+ hours of salt spray 
resistance. Lande has taken an initiative in 2025 to 
improve corrosion resistance performance. As part of 
this enhancement, the material used has been upgraded 
to a composition steel made of chemical composition 
including zinc, aluminium, and magnesium.

Ventilation via filtered inlets and exhaust of hot air is provided 
as standard for passive ventilation, options to include fans for 
active ventilation.
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19’’ SAFEbox IP55 
Outdoor Cabinet Enclosure

SAFEbox IP55 Outdoor Cabinet Enclosures with 19’’ 
w:600 mm and d:450/600 mm sizes, in 8 different U heights, 
gives a wide selection chart for users.

Width: 600 mm 
Depth: 450/600 mm

Load Capacity: 100 kgs.

RAL 7035 Light Grey

U Height: 7U, 9U, 12U, 16U, 
20U, 22U, 24U, 26U
Standards and Compliances: 

ISO 9001 
Quality Management System

EN 61587-1 
Mechanical Structures for 
Electronic Equipment 

EN IEC 297-1, 19’’ Mounting
EN IEC 297-2 Overall Cabinet 
Dimensions

EN/IEC 60529- IP55 Ingress Protection
performance

EN/IEC 62262- IK10 Mechanical 
Impact Resistance

EIA/ ECA-310 (D/E) 19'' 482,6 mm and
U 44,45 mm Height Sizing

CE conform to 
EN 60950-1 
Information Technology 
Equipment, Safety, 
Part-1: General Requirement

EN IEC 62368-1 Audio/Video, 
Information and Communication 
Technology Equipment 
Part 1: Safety requirements

UL listed to 
�UL 2416, Outline of Investigation for 
Audio/Video, Information and 
Communication Technology Equipment 
Cabinet, Enclosure and Rack 
Systems; UL 60950-1 and CSA 
C22.2 NO. 60950-1-07, Information 
Technology Equipment Safety 
Part 1: General Requirements

Environment Friendly;
ISO 14001 Environmental
Management System
RoHS compliancy
%100 Recyclable Material

Standard Color:


