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40-844 NEUTRIK NEUTRICON P31
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40-819 NEUTRIK NEUTRICON SR8 Cable gland
40-818 NEUTRIK NEUTRICON SRE&W Cable gland
(IP54 use with 40-813)
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40-819 NEUTRIK NEUTRICON SR8 Cable gland
40-818 NEUTRIK NEUTRICON SR8W Cable gland = E—r—lli—=——t
(IP54 use with 40-813)

Male solder pin
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40-845 NEUTRIK. NEUTRICOMN PCA1
Male crimp pin

40-841 NEUTRIK NEUTRICOM ES1
Female solder pin
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) 40-827 NEUTRICON
A = et FI8 Female insert

NEUTRICON
Male insert

40-842 NEUTRIK NEUTRICOM BC1
Female crimp pin

ASSEMBLY INSTRUCTION
neutriCON | Versatile Circular Connector

40-811 NEUTRIK NEUTRICON SC8 Cable plug
40-813 NEUTRIK NEUTRICOM SCE&W Cable plug ({IP54)
40-814 NEUTRIK NEUTRICOM SC8&1 Cable plug (alternative keying)

t

L b______

40-812 NEUTRIK NEUTRICON MCE Cable socket
40-815 NEUTRIK. NEUTRICOM MCB81 Cable socket (alternative keying)
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