ONIPLEX

LAVALIERS

COMPARISON GUIDE
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. . ) ; ; Superhydrophobic coating on frequency caps prevents sweat
IP Rating No IP Rating IP57 rated to withstand water and dust ingression. d . .
and moisture ingress (no IP rating).
Plex Cable 1.6 mm Shure Plex Cable 1.6 mm Shure Plex Cable 1.1 mm and 1.6 mm Shure Plex Cables
. . ONE LAV ONLY. Four colors, two connector variations. Sold One lav and one headset. Four/three colors and two con- Four lavs (cable, sensitivity, and tailored response optlons]‘,
Line Options and one headset. Four/three colors and two connector varia-

with accessories only.

nector variations. Sold with accessories only.

tions. Avail. with and w/o accessories.

Accessories

Windscreen, case, tie clip only (included)

Typical accessories for film, TV, theater, and broadcast
(some included, some sold separately)

60+ accessories

Connectors TA4F, LEMO*, XLR TA4F, LEMO TA4F, LEMO, Microdot, XLR, NC
) Black, Tan, Cocoa, White (lav) Black, Tan, Cocoa, White (lav)
Colors Black, Tan, Cocoa, White Black, Tan, Cocoa (headset) Black, Tan, Cocoa (headset)
Lav/Headset Lavalier Only Lavalier and Headset Lavalier and Headset
Polar Pattern Cardioid Omnidirectional Omnidirectional
Cartridge 5 mm MEMs 5 mm MEMs 5 mm dual-diaphragm condenser
Max SPL 130 dB 132dB 142 dB
I Speech presentations where concern for audio feedback and Adverse weather and ele.me.nt conditions for Location High-tier Broadcast, Location Sound, Theater, Performance,
Applications - Sound and Broadcast. Mid-tier theater, performance, and
bleed exist. and Speech
speech
Price £240-£280 £260-£280 £370-£450

*NOTE: Shure UniPlex UL4 lavalier microphone with LEMO termination is compatible with Shure LEMO bodypack transmitters and preamplifiers only.
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