






X-1 Processor
�*�V�T�I�P�U�L�K���<�W�T�P�_���+�V�^�U�T�P�_���7�Y�V�J�L�Z�Z�V�Y���¶���Z�\�Y�Y�V�\�U�K���[�V���Z�[�L�Y�L�V���H�U�K���I�H�J�R�����H�S�S���P�U���V�U�L���I�V�_�����;�O�L���?������
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is easily controllable from any PC.

Designed for the rigours of 
�V�U���H�P�Y���\�Z�L�����[�O�L���?�������P�Z���Ä���[�[�L�K���^�P�[�O��
a redundant power supply, and 
can be implemented as a ‘set 
�H�U�K���M�V�Y�N�L�[�»���W�Y�V�J�L�Z�Z�V�Y�����V�Y���H�Z���H���M�\�S�S�`��
�H�K�Q�\�Z�[�H�I�S�L���Y�L�H�S���[�P�T�L���\�W�T�P�_�L�Y���H�U�K��
�K�V�^�U�T�P�_�L�Y�����(���Z�V�M�[�^�H�Y�L���J�V�U�[�Y�V�S��
application allows full control 
�H�U�K���J�V�U�Ä���N�\�Y�H�[�P�V�U���V�M���[�O�L���\�U�P�[���]�P�H��
an easy-to-use graphical user 
interface. The control app may be 
run on a laptop or PC connected 
to the X-1 via Ethernet, or the USB 
socket on the front. GPIO capable 
consoles and control systems can 
recall presets on the X-1 via a 
rear-panel D-Sub connector. 

�;�O�L���?�������J�H�U���\�W�T�P�_���H�U�K���K�V�^�U�T�P�_��
simultaneously and the auto-detect 
algorithm allows it to identify the 
format of the incoming audio, 
�H�U�K���H�J�[���H�J�J�V�Y�K�P�U�N�S� �̀����\�W�T�P�_�P�U�N���V�Y��
�K�V�^�U�T�P�_�P�U�N���H�Z���U�L�J�L�Z�Z�H�Y� �̀�

Features of the X-1
• �:�P�T�\�S�[�H�U�L�V�\�Z���<�W�T�P�_�P�U�N���H�U�K���+�V�^�U�T�P�_�P�U�N
• �,�_�[�Y�H���S�V�^���S�H�[�L�U�J�`���T�H�R�P�U�N���[�O�L���?�����P�K�L�H�S���M�V�Y���S�P�]�L���W�Y�V�K�\�J�[�P�V�U
• Auto 5.1 and Stereo input detect
• �9�L�K�\�U�K�H�U�[���7�V�^�L�Y���:�\�W�W�S�`
• �,�P�N�O�[���*�O�H�U�U�L�S���P�U�W�\�[���^�P�[�O���[�O�Y�\���V�\�[�W�\�[�Z�����(�,�:�������£���)�5�*��
• �+�\�H�S���L�P�N�O�[���J�O�H�U�U�L�S���V�\�[�W�\�[�Z�����(�,�:�������£���)�5�*��
• Ethernet and USB Connectivity
• �>�V�Y�K�J�S�V�J�R���0���6���������£���)�5�*��
• �:�[�H�U�K���(�S�V�U�L���7�*���*�V�U�[�Y�V�S���(�W�W�����;�:�3���9�L�T�V�[�L���(�W�W��
• GPIO Port (9-pin D-Sub)

Master Control Room (MCR)
The X-1 can deliver a constant 5.1 and stereo output regardless of the 
�P�U�W�\�[�����<�W�T�P�_�P�U�N���V�Y���K�V�^�U�T�P�_�P�U�N���H�Z���H�W�W�Y�V�W�Y�P�H�[�L���V�Y���W�H�Z�Z�P�U�N���[�O�L�����������H�U�K��
stereo straight through when available.

Live Production
�6�)���]�L�O�P�J�S�L�Z���^�P�S�S���V�M�[�L�U���U�L�L�K���[�V���K�V�^�U���T�P�_�����������[�V���Z�[�L�Y�L�V���P�U���Y�L�H�S���[�P�T�L���M�V�Y��
transmission to legacy broadcasters or networks. At the same time, there 
�P�Z���H���J�V�U�Z�[�H�U�[���U�L�L�K���[�V���\�W�T�P�_���M�Y�V�T���Z�[�L�Y�L�V���[�V�����������[�V���P�U�J�V�Y�W�V�Y�H�[�L���H�Y�J�O�P�]�L���J�S�P�W�Z����
music or library material in stereo. The X-1 can handle both requirements 
�Z�P�T�\�S�[�H�U�L�V�\�Z�S� �̀����[�Y�L�H�[�P�U�N���\�W�T�P�_���H�U�K���K�V�^�U�T�P�_���P�U�W�\�[�Z���H�U�K���V�\�[�W�\�[�Z���J�V�T�W�S�L�[�L�S�`��
independently as required.
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DID YOU KNOW?

Our full range of 
AMU products 

and much more 
can be found on 

our website.

Visit 
www.tslproducts.com 
for more information.
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Product Table

Audio Monitoring Page No

Display Inputs Outputs Features

Video Moving 
Coil Meter

Bargraph 
Meter

3G SDI SMPTE 
2022-6

MADI AES   
(Pair)

Analogue 
(Pair)

Dante              
AES 67       

Analogue 
fixed / 

variable

AES fixed 
/ variable

Reclocked 
HD / SDI

HDMI MADI Dolby Discrete 
Multi-

channel 
Audio 

Loudness Audio 
Delay

Web UI Mixer

MPA MPA1-BD - 2 2 2
MPA1-Solo-SDI - 16 8 8 F+V Y Y
MPA1-Mix-SDI - 16 8 8 F+V Y Y
MPA1-Solo-MADI 8&9 2 Y 4 F+V Y Y
MPA1-Mix-MADI 8&9 16 Y 4 F+V Y Y Y
MPA1-Solo-DANTE 8&9 2 Y Dante / 

AES67
F+V Y Y

MPA1-Mix-DANTE 8&9 16 Y Dante / 
AES67

F+V Y Y Y

MPA1-Solo-8 8&9 2 8 8 F+V Y
MPA1-Mix-8 8&9 16 8 8 F+V Y Y

AMU AMU1-3G - 2 2 4 2 F+V F Y Opt
AMU1-CHD+ 14 2 2 4 2 F+V F Y
AMU2-2BHD+ 14 4 2 4 2 F+V F Y Y Y

AVMU AVMU2-3G 14 Y 4 2 2 2 F+V F Y Y
SAM SAM1-3GM 10&11 22 2 4 2 F+V F+V Y Y Y

SAM1-MADI 10&11 22 2 Y 4 2 F+V F+V Y Y Y Y
T-MIX 10&11 22 2 8 8 F+V F+V Y Y Y

PAM PAM1-IP-3G 6&7 Y 16 2 2 (Opt) 4 2 Dante / 
AES67 

Opt

F+V F+V Y Opt Y Y Y Y

PAM2-IP-3G 6&7 Y 16 2 2 (Opt) 4 2 Dante / 
AES67 

Opt

F+V F+V Y Opt Y Y Y Y

PAM1-MK2 4&5 Y 16 2 4 2 F+V F+V Y Opt Y Y Y
PAM1-MK2-ND 4&5 Y 16 2 4 2 F+V F+V Y Y Y Y
PAM2-MK2 4&5 Y 16 2 8 6 F+V F+V Y Opt Y Y Y
PAM2-MK2-ND - Y 16 2 8 6 F+V F+V Y Y Y Y
PAM1-AVB - Y 16 2 4 2 F+V F+V Y Y Y Y
PAM2-AVB 4&5 Y 16 2 4 2 F+V F+V Y Y Y Y
PAM PiCo One 12 Y 4 3 1 Loop Y
PAM PiCo Two 12 Y 8 3 1 Loop Y Y
PAM PiCo Five 12 Y Y 16 1 3 1 Loop Y Y
PAM PiCo Touch 13 Y Y 16 1 4 1 Loop Y Y
PAM PiCo Touch Media 13 Y Y 16 1 4 1 Loop Y Y



Contact our international team
TSL Products operates globally

For further details about our product range and where to buy please visit:

www.tslproducts.com
TSL Sales: +44 (0)1628 564 610
E-mail: enquiries@tslproducts.com

U N I T S  1 & 2 ,  F I R S T  A V E N U E ,  G L O B E  P A R K ,  M A R L O W ,  S L 7  1 Y A ,  U N I T E D  K I N G D O M


